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Premium performance. Exceptional value.

New economic

chlorinators
Simple to use – easy to choose



AUSTRALIA

HEAD OFFICE – QLD: 415 Creek Road MT GRAVATT 4122

Telephone: (07) 3323 6555, Fax: (07) 3323 6500

Nth QLD: 36 Hugh Ryan Drive GARBUTT 4814

Telephone: (07) 4779 4880, Fax: (07) 4779 6714

NSW: 6 Forsyth Close WETHERILL PARK 2164

Telephone: (02) 9729 0166, Fax: (02) 9729 2759

Manufacturer reserves the right to alter specifi cations without notice.

Manufactured by Poolrite Equipment Pty Ltd ABN 11 001 674 004   Website: www.poolrite.com.au  Email: info@poolrite.com.au

VIC: 15 Yiannis Court SPRINGVALE 3171

Telephone: (03) 9547 4188, Fax: (03) 9547 1023

WA: 16 Ledgar Road BALCATTA 6021

Telephone: (08) 9344 3871, Fax: (08) 9345 3923

NEW ZEALAND

22/761 Great South Road, Penrose AUCKLAND

Telephone (09) 571 0210, Fax: 0800 766 574

EnduroChlor Salt Chlorinator

PLR/75

For Pools and Spas

Premium performance. Exceptional value.

Warranty: • Cell 1 year full and 2 years pro rata • Power-pack 1 year

EnduroChlor Salt Chlorinator

Model Number Chlorine Production Recommended Pool Size

Non self cleaning Warm Water (Ltrs)
Cool Water (Ltrs)

NSC 25
25g/hr

65,000
80,000

NSC 35
35g/hr

90,000
110,000

Self cleaning

SC 25
25g/hr

65,000
80,000

SC 35
35g/hr

90,000
110,000
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New EnduroChlor salt chlorinators are made in Australia 

especially for Australian pools.

With EnduroChlor comes effi ciency and economy as mesh is replaced by a solid 

plate for (rock-solid) improved performance. 

Operated on a lower current and higher voltage, the EnduroChlor gives you 

better chlorine production and greater energy effi ciency.

Features (self cleaning and non self cleaning units)

 Injection molded heavy-duty insulated enclosure

 Approved to IP24 for installation in pool zone

 Salt test button to check whether salt is required

 Long-life cell material

 Unique cell design eliminates restriction to water fl ow

  Chlorine output controller to increase/decrease chlorine production

 Barrel unions provided for servicing

 Optional time switch

 All control equipment operates on low voltage for max safety.

Additional features of self cleaning units

 Improved current reverse polarity to maintain clean electrodes

 Maximum chlorine output effi ciency

 Extra heavy-duty electrodes

 Automatic current control

 Low salt detection.

Shipping Instructions

All cartons 430mm x 430mm x 310mm

Weight 18kg


